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Overview 

HD Encoder + All in one DTV exciter option

AVENCO HD, Audio Video exciter receives existing HD grade analog video audio signals of Set Top 

Box, Camera, VCR and DVD player and encodes the analog signals to digital signal. The encoded 

digital signals are finally modulated with 8 VSB and output to UHF/VHF channel. Normally this 

product is used for SMATV systems and In house Broadcasting and CCTV systems for retransmitting 

the satellite and CCTV signals through coaxial cable.
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 Feature : ASI Input/Output

	  ASI Input : 	- Terminal : 75Ω BNC on real panel
			   - Sense : 188/204 Byte Packet Size
			   - Support Speed : 1~100Mbps

             ASI Output : - Terminal : 75Ω BNC on real panel
			      - Support Type : 188 Byte Packet
			      - Support Speed : 1~100Mbps 

 Feature : TS Multiplexer

	  Support TS Multiplexer for Output as below module
		   - ATSC Modulator
 		   - ASI-Output Adapter 
	  TS Multiplexer Input
		  - MPEG2 Encoder Output
		  - AC3/MP1L2 Encoder Output
		  - PSI/PSIP Generator Output
		  - ASI-Input Adapter Output

 Feature : Power Supplier
	  SMPS satisfied with ITE and  Medical term
	  Input : 90~264VAC, 47~63Hz
	  efficiency : 77%
	  Max Power : Rated 60W, Peak 95W
		   Safety: UL 60950-1, UL 60601-1, CSA C22.2 No.60950-1, 601.1, EN 	
			   60950-1, 60601-1
		   EMI: FCC”B”, EN55022”B”, EN55011”B”
		   EMS: EN61000-4-2,-3,-4,-5,-6,-8,-11
	  Motion Temperature : 0~70°C convection
	  Keeping Temperature: -40~85°C
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Appearance

FRONT View

Back View

Basic Feature
	
	  Physical
		   Form : 1RU(19”rack mount unit)
		   Dimension :  1.73(H) x 16.65(W) x 15.87(D) inches
                      		  44(H) x 423(W) x 403(D) mm
                    			   Excluded projected Terminal
		   Weight : unsettled
		   Case : Aluminum
	  Environment
		   Motion Temperature: 0~60°C
		   Keeping Temperature: -40~70°C
		   Humidity : 85% no congelation
		   Shock & impulse : cope with MIL-STD-810D


